
 

 

 

DESCRIPTION: 
OUR CARPET SETS ALL HAVE THE FOLLOWING FEATURES. 

 UNDERFELT IS INCLUDED FOR TUNNEL & FRONT FLOOR. 

 A NEEDLEPUNCH CARPET IS USED WHICH IS SIMILAR IN APPEARANCE TO THE ORIGINAL CARPET. 

 AN ORIGINAL STYLE HEELMAT IS USED ON THE DRIVERS SIDE FLOOR MAT (WHERE FITTED). 

 NO BOUND EDGES TO THE CARPETS – EXCEPT ON THE REAR TUNNEL (HANDBRAKE CABLE COVER), AS ORIGINAL. 

 CARPET IS SUPPLIED TO COVER THE OPTIONAL PASSENGER FOOT REST (& THE TUNNEL DIPSTICK COVER ON STANDARD CARS)  

 A FULL FIXING KIT IS SUPPLIED WITH INSTRUCTIONS. 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

FIXING KIT – SUPPLIED WITH ALL THE ABOVE CARPET SETS 

 

 

 

 

 

 

 
MG TD / TF CARPET SETS

 

  
 

   

STANDARD CARS 

RHD 
i.e. HEELMAT ON DRIVERS SIDE 

FLOOR MAT. 

LHD STANDARD CARS 
i.e. WITH THE ORIGINAL DRIVERS SIDE 

FLOOR CUT OUT &  METAL INSERT 
WITH RUBBER MAT 

 (NOT SUPPLIED). 

LHD – FLAT FLOOR CARS 
i.e. FOR CARS WITH NO FLOOR CUT OUT  

WITH A HEELMAT ON THE DRIVERS 

FLOOR MAT. 

5 SPEED GEARBOX CONVERSION CARS 

RHD 
i.e. HEELMAT ON DRIVERS SIDE 

FLOOR MAT. 

 

LHD STANDARD CARS 
i.e. WITH THE ORIGINAL DRIVERS SIDE 

FLOOR CUT OUT &  METAL INSERT WITH 

RUBBER MAT 
 (NOT SUPPLIED). 

 

LHD – FLAT FLOOR CARS 
i.e. FOR CARS WITH NO FLOOR CUT OUT  

WITH A HEELMAT ON THE DRIVERS 

FLOOR MAT. 

 

PRONGED CARPET CLIPS & PLATES

 J294 
Optional – For securing rear load area 

carpet to floor 

SCREW IN FLOOR STUDS  J295 

Optional – To secure carpet clips to floor 

LIFT-A-DOT CLIPS & PLATES J291A 
For fixing carpets to the floor & bulkhead 

studs. 
 

WOOD SCREW STUDS  J291E
Lift-a-Dot anchorage for rear of front floor 

mats. 

PUNCH & SPIKE – for cutting carpet to fit 
Lift-a-Dot clips & cutting holes in rear floor 

mats to clear seat anchorage bolts. 

SCREWS & CUP WASHERS 
Optional – to secure gearbox 

carpet & handbrake cable 
cover carpet to the floor. 

THREADED STUDS, WASHERS & NUTS 
Front bulkhead Lift-a-Dot anchorage for 

bulkhead carpet & front of floor mats.


